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ALLGEMEINES General

Startsignal: SPS oder PC
Anschlüsse: Druckluft 5-6 bar
Spannung: 24 V DC, 0,5 A
Maße: 45x130x85 mm (BxHxT)

Start signal: PLC or PC
Connections: compressed air 5-6 bar
Voltage: 24 V DC, 0.5 A
Dimensions: 45x130x85 mm (WxHxD)

Technische Daten

Automatische 
Stempelvorrichtung 

Produktinfo: MINI-MARKER
Productinfo: MINI-MARKER

Automatic Ink
Marking Unit

CRS-Prüftechnik bietet für die Kennzeichnung,
schnell trocknende Handstempel und
automatische Stempelvorrichtungen an. Die
automatische Stempelvorrichtung „Mini-
Marker“ ist die ideale Lösung für die
qualitätskonforme Kennzeichnung von
Produkten z.B. nach einem Test oder vor dem
verpacken. Durch die kompakte Bauweise
kann dieser sowohl in vollautomatischen
Endtestlinien integriert, als auch in
Prüfadaptern verbaut werden. Auch das
Nachrüsten in bereits vorhandene Prüfsysteme
ist durch die einfache Signalverarbeitung kein
Problem.

CRS-Prüftechnik offers for the labelling, quick-
drying hand stamps and automatic  
stampingstamping devices. The automatic 
stamping device “Mini-Marker” is the ideal 
solution for quality-compliant labelling  of 
productslabelling´of products, e.g. after a test 
or before packaging. Thanks to its compact 
design, it can be integrated intointegrated into 
fully automatic final test linesas well as in test 
adapters. Retrofitting into existing test systems 
is alsosystems is no problem due to the 
simplesignal processing is no problem.
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Hubverhältnis 
und Anschluss

Stroke ratio and 
connection
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